


Dimensions and weights

Length over couplers 22 632 mm

Max. width of car body 2 900 mm

Height over lowered pantographs 4 140 mm

Distance between bogie centers 13 300 mm

Bogie axle base 3 700 mm

Wheel diameter new 1 220 mm

Wheel diameter worn 1 136 mm

Service weight approx. 129 t

General data

Track gauge 1 065 mm

Vehicle gauge BE97-02 (TFR BBB0481)

Type of vehicle Multi-system freight locomotive

Technical data

System voltage AC 25 kV/50 Hz, DC 3 kV

Train power supply None

Wheelset arrangement Co’Co’

Drive system Nose-suspended drive

Axle load max. 22 t

Number of traction motors 6

Max. traction power 3.8 MW

Max. starting tractive e� ort 480 kN

Electric braking e� ort max. 375 kN

Electric braking power 3.8 MW

Max. speed 100 km/h

Power converter 1 x MITRAC TC 3360 MS

Pantographs 2

Automatic train protection system none

Train radio equipment GSM-R

Train communication system WTB / AAR 27 pin trainline

Air compressor capacity 2 750 l/min

Main air tank capacity 800 l

TRAXX locomotives are well known for their high
reliability, excellent traction capabilities, energy
e�  ciency and low maintenance cost.

Bombardier has been established in South Africa since
1995, supporting local industry in locomotive and
commuter train refurbishment programs. As the lead
member of the Bombela Consortium, Bombardier was
responsible for the core electrical and mechanical
design and equipment for the Gautrain Rapid Rail Link.

 Bombardier Transportation

Eichhornstraße 3

10785 Berlin, Germany

Tel +49 30 98607 0

www.bombardier.com
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